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In the earlier chapters we looked at the basic design of a pneumatic system and its most important elements:  

 Air preparation 

 Control valves 

 Flow-regulators 

 Actuators / cylinders 

 Tubes and fittings 
 

In this chapter we will be looking at pneumatic cylinders. Cylinders are the most important means of 
actuation in pneumatics. The cylinder transfers the energy that is stored in the compressed air into 
movement.  

They can be classified by: 

 Design 

o Cylinders with piston rods 

o Rodless cylinders 

o Diaphragm cylinders 

o Rotary cylinders 

 Movement 

o Linear  

o Rotary = turning  

 Function 

o Single-acting 

o Double-acting 

o 3- or 4-positions 

 Cushioning  

o Adjustable, pneumatic cushioning 

o Flexible cushioning 

o Without cushioning 
 

There is a very wide variety of pneumatic cylinders. In this training we will only focus the most common ones.  
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Cylinders with piston rods 

Cylinders are available in different types and follow different international standards. Besides the ones that follow 
standards there are also “non-standardized cylinders”. Especially before the standardization into                                       
DIN/ ISO norms 6431 and 6432, there were numerous cylinder-types offered by different manufacturers. 

 

Common standard cylinders are: 

 Mini cartridge cylinders 

 Round cylinders  | DIN ISO 6432 

 Profile cylinders | ISO 15552 | VDMA 24562 | (old norm: DIN ISO 6431) 

 Compact cylinders | ISO 21287 | UNITOP 

 Short stroke cylinders 

 Tie rod cylinders | ISO 15552 
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We will look at the following characteristics:  

1. Design  

2. Diameter and stroke  

3. Movement  

4. Number of positions 

5. ISO symbols 

6. Cushioning       chapter 8 

7. Detection of cylinder position (magnetic)    chapter 8 

8. Speed control      chapter 8 
   

1. Design of a cylinder 

Most of the cylinders with a piston rod contain the following parts: a tube that is closed on both ends with a 
cap and head. Inside the tube seen below a piston rod moves with a drive piston. 

The movement of the piston is triggered by compressed air, controlled by a directional valve. The direction is 

defined by the chamber into which compressed air is allowed to flow inside the cylinder.  

The force is transferred by the piston rod. 

 

Components of a piston rod cylinder: 
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2. Diameter and stroke 

Diameter and stroke are the most important attributes of a cylinder.  

e.g. HAFNER Cylinder DIP: DIP 40/320  

 

Type numbering system: 

 DIP – type of cylinder / design   

(DIP = ISO 15552 standard – double-acting cylinder – adjustable cushioning – magnetic piston) 

 40 – diameter of the piston [mm] 

 320 – stroke of the cylinder [mm] 

 

The diameter is actually the diameter of the piston. The diameter of the cylinder defines its force relative to the 

air-pressure.  
 

The stroke tells us how many millimetres the piston and therefore the piston rod can travel.   
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If the stroke is long, the forces on the bearing between head and piston rod are high. In order to avoid a defect 
we recommend to select a larger diameter (cylinders with larger piston diameters also offer larger piston rod 
diameters). 

In case of very long strokes or radial forces we recommend the use of a guide unit. 

 

Pictures: DIP cylinder with assembled guide unit 

Diameters and strokes are standardized, the most common values are: 

 
Piston diameters [mm]: 

| ø8 | ø10 | ø12 | ø16 | ø20 | ø25 | ø32 | ø40 | ø50 | ø63 | ø80 | ø100 | ø125 | ø160 | ø200 | ø250 | ø320 | 

  

Stroke lengths [mm]: 

| 5 | 10 | 15 | 20 | 25 | 30 | 40 | 50 | 60 | 80 | 100 | 125 | 160 | 200 | 250 | 320 | 400 | 500 | ... 

  

The available diameters depend on, and are limited by, the type / standard. The availability of strokes on the 
other hand is less limited. 

 
The maximum force generated by a cylinder depends on: 

 Operating pressure 
 Diameter of the piston 
 Friction of the inner parts 

 

As an example we calculate the force of a cylinder DIL 40/320 at 6 bar.  
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Piston diameter: 

 

  

Surface of drive piston: 

 

 

  

Operating pressure: 

 

  

 Calculation of the force: 

  

 
Thus we have a theoretical force of 753,6 N. 

As a rule of thumb we can deduct 5% for friction. Therefore a cylinder with a piston diameter of 40 mm, and an 
operating pressure of 6 bar, can exert a force of approx. 716 N.  

 

If we divide the force by gravity (9,81 m/s2), we find  - in practice  - that our cylinder can hold a mass of                                       
about 73 kg. 

 

CAUTION! We can only hold the weight with this force, we cannot move it yet! 

If we want to move a weight we have to (again) take gravity into consideration. Only then our cylinder is not only 
able to hold a weight but to perform work. 
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3. The Movement of a cylinder 

We call the two end-positions of a cylinder positive / plus and negative / minus positions. 

Therefore we also call the two chambers inside the cylinder the plus and the minus chamber.  

  

Positive movement Negative movement 

  

The position where the piston rod is out of the cylinder the furthest possible is called the plus end-position. In 
order to reach it, the plus chamber needs to be inflated. 

The minus end-position is positioned on the opposite side; the minus chamber needs to be inflated. 

The cylinder cannot reach an end-position if the opposite chamber is not fully exhausted!   

 

4. Stable positions of a cylinder  

We distinguish between single-acting and double-acting cylinders. 

In single-acting cylinders only one chamber is inflated with compressed air. Therefore work is performed only 
in one direction by compressed air. For the movement into the opposite direction a mechanic spring is the 

source of energy. The stroke is limited by the length of the spring.  In general single-acting cylinders offer a 
relatively short stroke. 

 

Two different types of single-acting cylinders are available: 

Single-acting cylinder with base position minus  Single-acting cylinder with base position plus 

(spring between head and piston)    (spring between cap and piston) 
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Double-acting cylinders are driven in both directions by compressed air. They are always used when work has to 
be performed in both directions or when the required stroke is longer than the available springs.  

There are different designs for different applications: 

 Double-acting cylinder  
(standard design) 

  
  

 Double-acting cylinder with through piston rod  

(Cylinder has a piston rod on both ends) 
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 Double-acting cylinder, guided / non-rotating rod  

(integrated guide unit for higher radial forces) 

 

 

 Cylinders with non-rotating piston rods  

(If the application does not allow a rotation of the piston rod, either a rod that does not have circular 

cross section or a double piston-rod is in use) 

 

 Multi-position cylinders  

(Two cylinders are assembled back to back. Thus 4 different strokes with different lengths are possible.) 

 

 Tandem cylinder  

(Target: Higher force of the cylinder without increasing its diameter. In order to achieve this, two or more 

cylinders are connected to each other so that their piston rods are connected as well and working in 

line. In other words several pistons use the same piston rod. Thus the force adds up.) 
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5. ISO symbols 

In order to distinguish between cylinders, there are also well defined ISO symbols and schemes indicating their 
different functions. These do not however indicate their size, diameter, stroke, ISO-standard etc.  

 

Double-acting cylinder 

 („standard design“) 
 

 

Double-acting cylinder with 
magnetic piston 

 

The piston is different from figure 1, 
indicating the magnetic piston. 

Double-acting cylinder with 
adjustable cushioning 

 

Cushioning symbolized by two 
rectangular objects; arrow for 
„adjustable“. 

Double-acting cylinder with 
adjustable cushioning and 
magnetic piston 

 

Combination of figure 2 and 3. 

Double-acting cylinder with through 
piston rod, adjustable cushioning 
and magnetic piston 

 

The through piston rod is added. 

Single-acting cylinder (MINUS) 

 

Single-acting cylinder with spring in 
minus chamber 

Single-acting cylinder (PLUS) 

 

Single-acting cylinder with spring in 
Plus chamber 
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We introduced the following expressions: 

 Cushioning 

 Magnetic piston 

  

Their explanation will follow in the next chapter. Just to give you a short insight:  

 The adjustable cushioning slows the cylinder down when the piston is entering either head or cap. The 

idea is to avoid a hard shock when the piston hits these elements. 

 The magnetic piston is required if we want to check the positon of the piston with a REED-switch.        

The switch is added onto the outside of the cylinder. When the piston travels by, the switch sends a 

signal. 

 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


